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TEATRO METASTASIO 
facility_technical_info 

 
GENERAL INFORMATION 
Address Via B. Cairoli 59 - 59100 Prato, Italy 
Management Fondazione Teatro Metastasio di Prato 
 
TELEPHONE NUMBERS AND EMAIL ADDRESSES 
Reception  tel + 39 0574 6084 
Box office   tel + 39 0574 608501  biglietteria@metastasio.it 
Technical direction tel + 39 0574 608516/48        settoretecnico@metastasio.it 
Secretary’s office tel + 39 0574 608553  info@metastasio.it 
Press office  tel + 39 0574 27683  cristina.roncucci@metastasio.it 
Communication tel + 39 0574 27683              cometa@metastasio.it 
Administration tel + 39 0574 608527  ufficioamministrazione@metastasio.it 
Management    tel + 39 0574 608522  corrado.casini@metastasio.it 
fax +39 0574 608524 
url www.metastasio.it 
 
 
THE THEATRE 
 
FRONT OF HOUSE

Proscenium theatre, horseshoe-shaped 
auditorium, n° 4 tiers of boxes, upper balcony 
 

Total seating 
capacity 

371 n° 122 of which 
not optimal vision 

Stalls seating 
capacity 

110  

Boxes seating 
capacity 

261  

Upper balcony 98 Open case by 
case, depending 
on the show 

 

   
 
THE STAGE – KEY DIMENSION 
Stage 

Width between side walls 16.00 m 
Usable widht (under the fly gallery) 16.50 m 
Usable width (at fly gallery's level) 14.50 m 
Usable depht  11.50 m 
Depht from curtain to back wall 13.00 m 

 
 
 
Proscenium opening 
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Height 7.65 m 
Widht  10.40 m 

Proscenium 
Depht 2.10 m 
Height from stalls level 1.00 m 

Grid 
Grid height from stage floor 16.00 m 
Height of fly floor  13.00 m 
Grid widht 14.20 m 

Orchestra pit 
Widht 11.00 m 
Depht 3.90 m 

Trap room 
Height 3.00 m 
Usable widht 16.00 m 
Usable depht 12.00 m 

 
See plan and section (attachment A) 

 
THE STAGE - CARPENTRY 
stage floor - wooden stage floor painted black 
raked stage - slope 5,5 % 
curtain - traveller curtain, manual, velvet 
grid - walkable and workable 
electric battens – n° 9 lengthwise and/or vertically movable battens on monorail (max. capacity 400 
kg per batten) 
house masking curtains - a complete set of black masking is available (legs, borders, back drops) 
miscellaneous – normal availability of ropes and wooden battens 
 
LIGHTING AND SOUND EQUIPMENT 
maximum power - 100 KW 380 V - 3 phase + N + T 
stage connection – Terminal block on the left side of the stage 
stage connection (separate line for audio and video) – terminal block+16A single-phase socket 
assembly on the right side of the stage 
circuits - 120 digital circuits, of which 60 of 3 KW and 60 of 5 KW  
light returns - n°146 (16A and 32A) distributed between the stage area and the auditorium 
audio returns - n°38 in and n° 8 out, placed in the box n° 12 at the 1st tier (House Control Position) 
FOH lighting positions – lights can be hanged only on standard side bars in the auditorium or on the 
central bar positioned in the upper balcony (see plan and section, attachment A) 
Control (light and sound) - Mixing positions can not be accomodated in the stalls, but only in the boxes 
n° 12 and 13 at the 1st tier. These boxes are equipped for this purpose with 2 DMX universes, 2 
category 5 and 6 cables (usable for audio and lights) and n° 38 returns in and n° 8 returns out 
 
MISCELLANEOUS INFO 
dressing rooms (with showers):  
1 people each - n° 4 
2/3 people each - n° 6 
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wardrobe - where a company's washing machine can be accomodated 
production office - with telephone and internet connection available 
 
SALA MONTALVO CASINI (REHEARSAL AND CONFERENCE ROOM) 
 
THE SCENIC SPACE 
stage floor – black painted plywood (poplar). Cannot screw 
raked stage – 0% 
curtain - German black masking with gray proscenium 
curtain – not available 
grid – not available 
trusses – n° 1 proscenium truss with the possibility of hanging lights and video projector, n° 1 fixed 
backlight pipe with the possibility of hanging lights and screen for video projection 
miscellaneous info – possibility of setting up a platform of m 4x2, h. 20 cm for conferences 
Total seating capacity – n° 80 seats 
 
ELECTRICAL AND SOUND EQUIPMENT 
maximum power - 15 KW 380 V - 3 phases + N + T 
light returns – a DMX universe, a category 5 cable and a HDMI cable between the scenic space and 
the control position 
audio returns – n° 12 returns in and n° 4 returns out between the scenic space and the control position 
Control (light and sound) – in the middle of the room on the right side, see plan (attachment A) 
lights – 6 Scenaled 80 CT fresnel 
audio – 2 Opera HD 12" speakers (L+R) + Soundcraft mixer (6 microphone and 2 stereo inputs) 
 
 
DUTIES, PROHIBITIONS, SAFETY REGULATIONS 
 
It is absolutely forbidden to smoke inside the theatre, including dressing rooms, even during the 
assembly and disassembly of the scenes. 
It is absolutely forbidden for all companies to use cylinders containing flammable gases, open flame 
containers, fuel torches and the like during assembly and disassembly and during the show. 
Any exemption for reasons related to the show, including the use of candles and/or cigarettes, must 
be received in writing with the technical sheet of the show. 
The guest companies are obliged to act in the space made available using only material that complies 
with the law, respecting the safety measures that will be communicated by the Theatre and operating 
according to the safety standards provided for by the legislation in force. All scenographic elements 
must be fireproof according to current standards and all electrical and sound equipment, including 
wiring and interconnections, must be strictly compliant with the CEI standards in force. Furthermore, 
before the material is deposited, the Companies must produce documents proving that the stage 
system and all the materials used comply with the regulations in force. Materials that do not comply 
with the above may not be used inside the Theatre.  
Scenographic set-ups that involve obstacles to the emergency exits of the stage and the hall, or 
impediment to the relative exit routes and the fire curtain, are not permitted. During the 
performances, special effects requiring real combustion or producing toxic, irritating or otherwise 
dangerous substances are not allowed. Any derogation from the above must be agreed promptly with 
the Artistic Director and the Technical Director of the Theatre, by written request, accompanied by 
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the technical documentation of the equipment and products used, and approved by the Fire Brigade 
Command. 
The Company is required to fully comply with the safety regulations provided for by current legislation 
with particular reference to the provisions of Legislative Decree 81/08 and subsequent amendments. 
The Company is also required to comply with the provisions of the Interference Risk Assessment 
Document (DUVRI), which can be consulted in electronic format at https://www.metastasio.it/it/teatri 
In addition, in the case of setting up and managing temporary works and equipment to be used for 
the realization of the show, the Company will be asked for a specific OPERATIONAL SAFETY PLAN (in 
compliance with Legislative Decree no. 81 of 9 April 2008 and subsequent amendments and additions 
and consistent with the reference regulations for public entertainment (e.g. Ministerial Decree 
37/2008, Circular Letter M.I. prot. 1689 SG 205/4 of 01/04/2011, D. Int. 22/07/2014, Circular M.I. no. 
35 of 24/12/2014, etc.), to be delivered prior to the start of the activities. 
 
LOAD IN/OUT 
Loading area (approx. 20 mt long) is located in via Giuseppe Verdi, at the corner of Vicolo Fior di Vetta. 
 
Between via Verdi's loading area and the loading door (on stage) there is a space of approx. 40 mt in 
Vicolo Fior di Vetta. 
 
Loading door measures 2.17 m wide x 3.00 m high. 
Vehicles can remain in the loading area only during loading operations. All vehicles, after the 
conclusion of Loading and Unloading operations, must move away. Parking is not allowed. 
 
To access to the restricted traffic areas (ZTL) you need an authorization issued by the competent 
offices, specifically by the Municipal Police. 
 
1. Isolated vehicles (length equal to or less than 12 meters): 
It is necessary to send a double-sided copy of the vehicle's registration document at least 7 working 
days before the scheduled date of access. 
 
2. Lorries and articulated lorries (length exceeding 12 metres): 
A double-sided copy of the vehicle registration document must be sent at least 20 working days before 
access. 
In addition, they will have to be escorted by the Municipal Police. 
 
Operational indications: 
Once you have obtained the necessary permits, you will need to follow the directions provided, which 
will be communicated later. 
 
Sending documentation: 
The documentation must be sent, within the indicated timeframe, to the following addresses: 
settoretecnico@metastasio.it 
silvia.cecchini@metastasio.it 


